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TWINNY T7

Hot air powered wedge welding machine for geomembranes

TWINNY T5

Indoor kit Field kit

• Intuitive handling 
• Multifunctional display for welding pressure, speed,  
 wedge temperature, air volume and voltage 
• WIFI, GPS, LQS inside 
• High performance blower  
• Up to 8 m/min welding speed

• Easy handling 
• Digital display for speed, temperature and air volume 
• Mechanical over pressure protection 
• Up to 8 m/min welding speed  

Technical Data TWINNY T7 TWINNY T5 

Voltage; Frequency 230 V;  50/60 Hz; 230 V, 120 V; 50/60 Hz 

Power consumption 3450 W 3450 W  (1800  W @ 120 V) 

Max. Temperature 560 °C 560 °C 

Blower Motor 
Maintenance free Brushless Motor 

max.18‘000 Rpm
Brushed Motor 

max. 12‘000 Rpm

Air volume Adjustable 45-100 % Adjustable 45-100 %

Max. Overlap 125 mm 125 mm

Max. Welding pressure 1000 N 1000 N

Welding width 50 mm (2 x 15 mm, with test channel) 
other configurations available

50 mm (2 x 15 mm, with test channel) 
other configurations available 

Drive speed 0.8-8 m/min 0.8-8 m/min 

LQS, WIFI, GPS Yes No

Digital Pressure display Yes No

Digital Voltage display Yes No

Audible / Visual Alarms Yes No 

Welding pressure overload protection Visual and acoustical warning Mechanical

Size (L × W × H) mm  323 x 360 x 259 mm 323 x 360 x 259 mm

Weight 10.5 kg 9.9 kg

Protection class /Conformity  Ι / Ι / 
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Article Numbers 

TWINNY T7 230 V / 3450 W CEE blue plug Euro plug 
TWINNY T7 230 V / 3450 W CWL w/TC Ro 50 mm sharp Field kit  164.198 164.197

TWINNY T7 230 V / 3450 W CWS w/TC Ro 50 mm sharp Field kit 164.215 164.214

TWINNY T7 230 V / 3450 W CWL wo/TC Ro 50 mm blunt Field kit 164.217 164.216

TWINNY T7 230 V / 3450 W CWS wo/TC Ro 50 mm blunt Field kit 164.219 164.218

TWINNY T7 230 V / 3450 W CWS wo/TC Ro 50 mm Silicone Indoor kit 164.221 164.220

TWINNY T5, 230 V / 3450 W CEE blue plug Euro plug
TWINNY T5 230 V / 3450 W CWL w/TC Ro 50 mm sharp Field kit 164.223 164.222

TWINNY T5 230 V / 3450 W CWS w/TC Ro 50 mm sharp Field kit 164.225 164.224

TWINNY T5 230 V / 3450 W CWL wo/TC Ro 50 mm blunt Field kit 164.227 164.226

TWINNY T5 230 V / 3450 W CWS wo/TC Ro 50 mm blunt Field kit 164.229 164.228

TWINNY T5 230 V / 3450 W CWS wo/TC Ro 50 mm Silicone Indoor kit 164.231 164.230

TWINNY T5, 120 V / 1800 W CEE yellow plug
TWINNY T5 120 V / 1800 W CWS w/TC Ro 50 mm sharp Field kit 164.232

TWINNY T5 120 V / 1800 W CWS wo/TC Ro 50 mm blunt Field kit 164.233

Scope of delivery: Machine, transport case, cleaning brush, Instruction manual, spare fuses.

CWL = Combi wedge long CWS=Combi wedge short
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Combi wedges
155.629 TWINNY T5/T7 230 V Combi-wedge long (CWL) with test channel
155.630 TWINNY T5/T7 230 V Combi-wedge long (CWL) w/o test channel
155.634 TWINNY T5/T7 230 V Combi-wedge short (CWS) with test channel
155.637 TWINNY T5/T7 230 V Combi-wedge short (CWS) w/o test channel
162.441 TWINNY T5 120 V Combi-wedge short (CWS) with test channel
162.442 TWINNY T5 120 V Combi-wedge short (CWS) w/o test channel

Drive rollers 

100.327 Drive roller 50 mm, steel, sharp edge knurled, with test channel
100.328 Drive roller 50 mm, steel, sharp edge knurled, without test channel
100.329 Drive roller 50 mm, steel, blunt edge knurled, with test channel
100.330 Drive roller 50 mm, steel, blunt edge knurled, without test channel
100.331 Drive roller 50 mm, silicon, with test channel
100.332 Drive roller 50 mm, silicon, without test channel

Spare parts 

155.473 Heating element 230 V 3300 W (TWINNY T5/T7, 230 V)
145.580 Heating element 120 V 1700 W (TWINNY T5, 120 V)
164.034 TWINNY Drive spare part kit
164.037 TWINNY Screw spare part kit
163.795 TWINNY Field roller kit
164.025  TWINNY Indoor roller kit
159.135 TWINNY long handle complete
165.634 Demo Case with nozzles and drive rollers

Accessories and spare parts 


